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PICK UP front attachment module. ORBIS front attachment module. 

Quick, clean and convenient.

When machines of the JAGUAR 800 or 900 model series cou-
ple with the front attachment, the drive train is automatically 
connected by means of the quick-release coupler. The central 
locking system, which is easily accessible from the left-hand 
side, secures the front attachment to the forage harvester. 
Two flat-seal hydraulic couplings and a control cable enable 
positive connection of the front attachment functions.

−− Last AUTO CONTOUR values
−− Front attachment speed for length of cut
−− Front attachment operating hours
−− Serial number

Once the connection with the JAGUAR is established, the  
values which have been learned are retained. The following 
values are saved in the front attachment module:

−− Front attachment end stops
−− Last cutting height preselection values
−− Last cutting height adjustment values
−− Last working position

Intelligent connection.

Once the front attachment is connected electrically to the 
JAGUAR, various basic settings are configured automatically 
with the aid of the front attachment detection feature.

Straightforward and convenient –  
coupling of all JAGUAR front attachments.

Front attachment adaptation
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Advantages at a glance.

DIRECT DISC:
−− Mower bed with quick knife change system
−− Various possibilities for adjustment to different crops and 
field conditions

−− Proven MAX CUT mower bed
−− Optional side knives available
−− Roller crop press for even and continuous crop flow

ORBIS:
−− Extremely free-running drive with low starting torque and 
low power requirement

−− Designed for high throughput
−− Universally suitable for harvesting stalked crops and maize
−− High work quality
−− Very low maintenance requirement
−− Central sensor bracket as third AUTO CONTOUR sensor
−− Automatic transport protection 
−− Transport width of 3 m for all ORBIS 900 – 450 models
−− NEW: Extended PREMIUM LINE range for operational relia-
bility and long service life.

Adapter for combine harvester maize picker:
−− The adapter allows the maize picker to be attached for  
harvesting maize cob silage (MCS)

−− Effective power transmission via quick-release coupler
−− Reliable crop flow with integrated feed roller
−− Friction concave plates and CORN CRACKER are used as 
indicated by crop maturity

Common features:
−− The availability of appropriate front attachments for different 
crops opens up flexible opportunities for machine use

−− Convenient fitting and removal
−− Drive via quick-release coupler
−− Can be started and reversed under full load and in the 
upper rated speed range

−− Outstanding ground contour adaptation through  
CONTOUR and AUTO CONTOUR ground pressure control

−− Safe and comfortable on-road travel with oscillation  
damping

−− Compliance with statutory axle-load regulations thanks to 
integrated transport system

PICK UP:
−− Ideal ground contour adaptation as pick up is free to swivel 
as required and guide wheels are optimally positioned

−− Twin roller crop press for perfect crop flow
−− Hydraulic auger elevation for optimal accessibility when 
searching for foreign objects

−− Wear components can be replaced quickly
−− Spare wheel carried on unit
−− NEW: Additional second variable drive (independent of 
intake auger) for pick up reel

ORBIS 900

CLAAS continually develops its products to meet customer requirements. This means that all products are subject to change without notice. All descriptions and specifications in this brochure should be 
considered approximate and may include optional equipment that is not part of the standard specifications. This brochure is designed for worldwide use. Please refer to your nearest CLAAS dealer and 
their price list for local specification details. Some protective panels may have been removed for photographic purposes in order to present the function clearly. To avoid any risk of danger, never remove 
these protective panels yourself. In this respect, please refer to the relevant instructions in the operator's manual.
All technical specifications relating to engines are based on the European emission regulation standards: Stage. Any reference to the Tier standards in this document is intended solely for information pur-
poses and ease of understanding. It does not imply approval for regions in which emissions are regulated by Tier.

●		Standard						○		Option						□		Available						–		Not available

Compatibility of front attachments with JAGUAR

PICK UP
380 / 300

DIRECT DISC
600 P / 500 P
600/500

ORBIS
900

ORBIS
750

ORBIS
600 SD / 600

ORBIS
450

JAGUAR
900 series ○ / ○ ○ / ○ ○ ○ ○ / ○ ○
800 series ○ / ○ ○ / ○ – ○ ○ / ○ ○

PICK UP front attachments

PICK UP 380 300
Working position mm 4660 3680
Working width, tine to tine mm 3600 2620
Transport width mm 3976 3000
Length mm 1440 1440
Height mm 1450 1450
Weight kg 1580 1390

Direct cutterbars

DIRECT DISC 600 P 600 500 P 500
Working width mm 5959 5959 5132 5132
Transport width mm 6015 6015 5189 5189
Transport length on trailer mm 10900 10900 10000 10000
Length mm 2590 2350 2590 2350
Height mm 1750 1750 1750 1750
Weight kg 3330 3030 3080 2830

Maize front attachments

ORBIS 900 750 600 SD 600 450
Working width mm 8930 7450 6040 6007 4480
Transport width mm 2995 2995 2995 2995 2995
Length mm 2244 2244 2345 2345 2345
Height in working position mm 1340 1460 1460 1460 1330
Height in transport position (with transport system) mm 2500 2290 1725 2175 1330
(gross vehicle weight rating) kg 4430 3400 3000 2900 2500

ORBIS with transport system: wheelbase to JAGUAR

JAGUAR
Distance from  
centre of axle ORBIS transport system - JAGUAR drive axle JAGUAR drive axle - JAGUAR steering axle

900 mm 1300 3070
800 mm 1480 2900

Adapter for JAGUAR with maize picker

Compatible with JAGUAR model:

Adapter dimensions Front attachments Rows 496 / 500 497 498 499 502
Weight 530 kg CONSPEED 6 ○ ○ ○ ○ ○
Width 2320 mm CONSPEED 8 – – ○ ○ ○
Height 1110 mm CORIO 6 ○ ○ ○ ○ ○
Length 725 mm CORIO 8 – – ○ ○ ○
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